Number available 
ACTIVE RESE RVE TOTAL 


1. First flight (UTX): Sep 58 


UNCLASSIFIED 


2. First flight (T-39A): Jun 60 (est) 


Navy Equivalent: None 


POWER PLANT 


(2) J60-P-3 
Pratt & Whitney 


ENGINE RATINGS 


8.L.8. LB - RPM - MIN 


15 JUN 59 


3000 - 16,000 - 30 


2400 - 14,900 - Cont 


The primary missions of 
this airplane are pilot train- 
ing and maintenance of flight 
proficiency on twin-engine 
jet aircraft. 

Cabin pressurization 
High pressure oxygen system 
Leading edge wing slats 


Internal auxiliary fuel tank 
(193 gal) 


Max fuel cap: 1056 gal 


UN Cie SS Fa € O 


PROCUREMENT 


Number to be delivered in fiscal years 


SERVICE 


Mfr’s Model: NA-265 


Crew (normal) 
Pilot 
Copilot 


Passengers 


PeSon 


SERVICE UN CLASS: FLED 


45,000 FT 
42,300 FT 


PERFORMANCE 


|__RANGE | FERRY RANGE | S P_E E D 
tS: 
IlOS naut. mi 1405 naut. mi a ft alt, al per 


ith 10 1 fuel 
with 800 lb payload Se MAX AA 


at 436 knots avg. 16,000 ft alt, mil power 


in 3.32 hours BASIC 5 | 6 knots at 
in 2.62 hours. at 17,760 lb T.O. wt. 25,000 alt , mil poner 


at 436 ~~ knots avg. 


5 ASO 42 41600 x ne eee 


sea level, take-off weight 100 fpm, take-off weight 2 3 lO tt ft 
military power military power no assist © assisted 


6 6 8 O Seen 4. Oo 4. e) O : over 50 ft height 


sea level, combat weight 500 fpm, combat weight 3500 it ft 
military power military power no assist assisted 


95 3 '@) knots 
Empty.. ® 9307 power -off,landing config - 
combat 13.702 uration,take-off weight 
eee 9 


Fuel: 
protected x Take - off 16,506 


droppable 22 A 2 
external limited by mission S.L. to 41,600 ft 
T.O. Wt., military power 


1. Performance Basis: 
(a) Estimated data. 


2. Combat weight equals take-off weight less 50% of fuel. 


3. Revision Basis: Initial Issue 


tr 39-A UNCLASSIFIED 15 JUN 59 


